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Water Quantities at Various Levels in the Milnor 76028 45KG CBW Tunnel Washer   

100% Cotton Terry   50/50 Polycotton Sheets       
Level 
Inches 
(CM)   

U.S. 
Gallons 

(Liters) for 
110 LBS 
(50 KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

U.S. 
Gallons 

(Liters) for 
110 LBS 
(50 KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

H20 Absorbed       31 (115)   2.6       18 (68)   1.5       
8" (20)   57 (215)   4.8   65   53 (200)   4.4   75   
10" (25)   65 (246)   5.5   68   61 (230)   5.1   77   
12" (30)   75 (283)   6.3   71   71 (268)   6   80   

Free H20   

14" (36)   87 (329)   7.3   74   83 (314)   7   83   
8" (20)   88 (331)   7.4   100   71 (268)   5.9   100   
10" (25)   96 (361)   8   100   79 (297)   6.6   100   
12" (30)   106 (399)   8.9   100   89 (335)   7.4   100   

Total H20 
including 
absorbed   

14" (36)   118 (444)   9.9   100   101 (380)   8.4   100   
8" (20)   48 (181)   4   55   36 (136)   3   51   
10" (25)   49 (184)   4.1   51   37 (139)   3.1   47   
12" (30)   52 (196)   4.4   49   40 (151)   3.4   45   

Total H20 
transferred 
(including 
absorbed)   14" (36)   55 (207)   4.6   47   43 (162)   3.6   41   

8" (20)   40 (151)   3.4   45   35 (132)   2.9   49   
10" (25)   47 (177)   3.9   49   42 (158)   3.5   53   
12" (30)   54 (203)   4.5   51   49 (184)   4   55   

Free H20 
remaining after 

transfer   
14" (36)   63 (237)   5.3   53   58 (218)   4.8   59   

                                
Note 1: Liquor ratio = pounds of water per pounds of goods or liters of water per kilos of goods    


