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Water Quantities at Various Levels in the Milnor 76032 CBW Tunnel Washer   

100% Cotton Terry   50/50 Polycotton Sheets       
Level 
Inches 
(CM)   

U.S. 
Gallons 

(Liters) for 
110 LBS 
(50 KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

U.S. 
Gallons 

(Liters) for 
110 LBS 
(50 KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

H20 Absorbed       34 (128)   2.6       20 (75)   1.5       
8" (20)   57 (215)   4.3   63   53 (200)   4   73   
10" (25)   65 (246)   4.9   66   61 (230)   4.6   75   
12" (30)   75 (283)   5.7   69   71 (268)   5.4   78   

Free H20   

14" (36)   87 (329)   6.6   72   83 (314)   6.3   81   
8" (20)   91 (344)   6.9   100   73 (276)   5.5   100   
10" (25)   99 (374)   7.5   100   81 (306)   6.1   100   
12" (30)   109 (412)   8.2   100   91 (344)   6.9   100   

Total H20 
including 
absorbed   

14" (36)   121 (457)   9.1   100   103 (389)   7.8   100   
8" (20)   51 (193)   3.9   56   38 (144)   2.9   52   
10" (25)   52 (196)   3.9   53   39 (147)   2.9   48   
12" (30)   55 (208)   4.2   50   42 (159)   3.2   46   

Total H20 
transferred 
(including 
absorbed)   14" (36)   58 (219)   4.4   48   45 (170)   3.4   44   

8" (20)   40 (151)   3   44   35 (132)   2.6   48   
10" (25)   47 (178)   3.6   47   42 (159)   3.2   52   
12" (30)   54 (204)   4.1   50   49 (185)   3.7   54   

Free H20 
remaining after 

transfer   
14" (36)   63 (238)   4.8   52   58 (219)   4.4   56   

                                
Note 1: Liquor ratio = pounds of water per pounds of goods or liters of water per kilos of goods    


