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Water Quantities at Various Levels in the Milnor 76039 60KG CBW Tunnel Washer   

100% Cotton Terry   50/50 Polycotton Sheets       
Level 
Inches 
(CM)   

U.S. 
Gallons 

(Liters) for 
110 LBS 
(50 KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

U.S. 
Gallons 

(Liters) for 
110 LBS 
(50 KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

H20 Absorbed       41 (154)   2.6       24 (90)   1.5       
8" (20)   74 (279)   4.7   64   69 (259)   4.3   74   
10" (25)   85 (318)   5.3   67   79 (299)   5   77   
12" (30)   98 (367)   6.1   70   92 (347)   5.8   79   

Free H20   

14" (36)   113 (426)   7.1   73   108 (406)   6.8   82   
8" (20)   115 (433)   7.2   100   93 (350)   5.8   100   
10" (25)   126 (474)   7.9   100   103 (388)   6.5   100   
12" (30)   139 (523)   8.7   100   116 (437)   7.3   100   

Total H20 
including 
absorbed   

14" (36)   154 (580)   9.7   100   132 (497)   8.3   100   
8" (20)   64 (240)   4   55   48 (179)   3   51   
10" (25)   65 (245)   4.1   52   49 (184)   3.1   47   
12" (30)   69 (259)   4.3   50   53 (198)   3.3   45   

Total H20 
transferred 
(including 
absorbed)   14" (36)   73 (273)   4.6   47   56 (212)   3.5   43   

8" (20)   51 (192)   3.2   45   45 (169)   2.8   48   
10" (25)   61 (230)   3.8   48   54 (203)   3.4   52   
12" (30)   70 (264)   4.4   50   63 (237)   4   54   

Free H20 
remaining after 

transfer   
14" (36)   84 (316)   5.3   53   76 (286)   4.8   58   

                                
Note 1: Liquor ratio = pounds of water per pounds of goods or liters of water per kilos of goods    


