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Water Quantities at Various Levels in the Milnor 92048 CBW Tunnel Washer   

100% Cotton Terry   50/50 Polycotton Sheets       

Level 
Inches 
(CM)   

U.S. 
Gallons 
(Liters) 
for 242 

LBS (110 
KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

U.S. 
Gallons 
(Liters) 
for 242 

LBS (110 
KG)   

Liquor 
Ratio 

(Note 1)   

VS Total 
H20 

(percent)  

H20 Absorbed       75 (283)   2.6       44 (166)   1.5       
8" (20)   74 (280)   2.55   50   70 (264)   2.41   61   
10" (25)   90 (340)   3.01   54   86 (325)   2.96   66   
12" (30)   108 (408)   3.72   59   104 (393)   3.58   70   

Free H20   

14" (36)   127 (480)   4.38   63   123 (465)   4.23   74   
8" (20)   149 (564)   5.135   100   114 (431)   3.92   100   
10" (25)   165 (624)   5.68   100   130 (492)   4.48   100   
12" (30)   183 (692)   6.31   100   148 (560)   5.1   100   

Total H20 
including 
absorbed   

14" (36)   202 (764)   6.96   100   167 (632)   5.75   100   
8" (20)   105 (397)   3.62   70   55 (208)   1.9   48   
10" (25)   107 (405)   3.69   65   56 (211)   1.93   43   
12" (30)   110 (416)   3.79   60   59 (223)   2.03   40   

Total H20 
transferred 
(including 
absorbed)   14" (36)   115 (435)   3.96   57   62 (234)   2.14   37   

8" (20)   44 (166)   1.51   29   39 (147)   1.34   34   
10" (25)   58 (219)   2.00   35   53 (200)   1.82   40   
12" (30)   73 (276)   2.51   40   68 (257)   2.33   46   

Free H20 
remaining after 

transfer   
14" (36)   87 (329)   3.00   43   83 (314)   2.86   50   

                                
Note 1: Liquor ratio = pounds of water per pounds of goods or liters of water per kilos of goods    


